
Su
bj

ec
t t

o 
te

ch
ni

ca
l c

ha
ng

es
. S

om
e 

ill
us

tra
tio

ns
 in

cl
ud

e 
ac

ce
ss

or
ie

s.
 

A-
M

T-
1-

80
4-

09
/2

02
3 

EN

www.doyma.com

DOYMAfix® HP/O

	� Wall duct system for above-ground exterior building 
walls
	� Used in a wide variety of wall structures
	� for air-water heat pumps
	� with integrated heat insulation

PRODUCT BENEFITS
	� Can be used in both new and existing buildings
	� Secured thermal insulation – compliance with GEG require-
ments
	� Aesthetic wall transition with an attractive surface finish
	� Universally usable in all common wall structures
	� Segmented construction allows lengths to be individually 
adapted to structural conditions
	� One-person installation
	� Installation can be carried out immediately after completion 
of the wall
	� Separate routing of pipes and cables
	� Power and control cables routed separately
	� Thermal separation prevents thermal bridges
	� Contact area for flat attachment of 200% external insulation
	� Bird-pecking-proof design
	� Low weight makes installation easier
	� Quick and easy assembly saves time
	� Cross-disciplinary assembly (shell, electrical, HVAC) creates 
flexibility in the construction process

TECHNICAL DETAILS
	� Airtight according to DIN EN 13829
	� Splashproof, IP44 according to DIN EN 60529
	� Sound insulation according to DIN 4109-2
	� Corrosion-free component

THE WALL DUCT SYSTEM CONSISTS OF:
	� Inner and outer sealing
	� Variably adjustable sealing elements for the ducts
	� Flexible cable sealing
	� Push-together connection segments
	� Expansion foam for filling cavities

NEW

D1

LD

Connecting lines  Line diameters

Copper pipes max. 2 lines 22 mm, 28 mm or 35 mm each

Cables max. 4 lines 5 to 17 mm each

Refrigerant lines  
(optional, see accessories) 1/4”; 1/2”; 3/8”; 5/8”

Dimensions  

Core bore Ø 199–204 mm

Wall thickness, LD 100–500 mm, can be extended as required

 Inner and outer seal D1 300 mm

 Centre-to-centre distance of pipe 
feed-throughs 99 mm

SPLASHING WATERIP44 
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Sealing set for refrigerant 
lines (split) replaces the 
existing sealing sets for 
water-bearing pipes.

Split version for pipes with 
bolted joints.

Intermediate segment
(set of four) for extension 
with wall thicknesses > 
500 mm, +50 mm per 

segment

Expansion foam to restore 
thermal insulation for wall 

thicknesses > 500 mm

Compriband for sealing 
uneven wall surfaces. Replaces 

the outer ring of the existing 
flat gasket for uneven areas > 

3 mm

DOYMAfix® HP/O 

ACCESSORIES

D
O

YM
A

fix
 H

EA
T 

PU
M

P 
D

U
C

T 
SY

ST
EM

S

 Produkt Artikelnummer

DOYMAfix® HP/O 5 01 0 001 200 0 0

Produkt Artikelnummer VPE

Zwischensegment (4er Set) bei Wänden > 500 mm 5 99 0 761 004 0 0 1 Stück

Expansionsschaum (500 ml) bei Wänden > 500 mm 5 99 0 762 050 0 0 1 Stück

Kompriband (3,3 m) zur Abdichtung auf unebenen Wandoberflächen. 5 99 0 701 330 0 0 1 Rolle

Abdichtset (4 Dichtstopfen) für Kältemittelleitungen (Split) 5 99 1 731 000 0 0 1 Stück

Expansionsschaum (500 ml) bei Wänden > 500 mm 5 99 0 762 050 1 2 12 Stück

Kompriband (3,3 m) zur Abdichtung auf unebenen Wandoberflächen 5 99 0 701 330 1 5 15 Rollen


