SUPPLY @

Quadro-Secura® building owner’s package-
Multi-compartment Eco

FOR BUILDINGS WITHOUT BASEMENTS

The series version: Quadro-Secura® Nova R4

APPLICATION PRODUCT ADVANTAGES

Multi-compartment house lead-in as a series version. = DVGW-approved products as per VP 601 (B1)

Use in unfinished structures to be made from waterproof concrete. = The Eco version can be individually extended using available
For the following building services: water, electricity and telecom- accessories

munications. The package includes the building service seals, = No on-site leak test in accordance with DVGW G459-1
which are to be installed on site. required

COMPONENTS/SCOPE OF DELIVERY

a Quadro-Secura®Nova R4-1

Installation part including building service seals
(not pre-assembled):

Water: outer diameter 32, 40, 50 mm
Electricity:  outer diameter 25 -53 mm

Telecom.: up to seven lines with 2 x5 —7 mm,
4x7-13mm, 1x13-21 mm
Blind service seal

@ Quadro-Secura® Nova R4-R

Cast-in part for embedding in the floor slab, including bend-resistant jacket pipes
with nominal/outer diameter 90 (inner diameter 78) (lengths: 3 m, é m, 10 m, 15 or 25 m).

RADON TIGHT & 2
uarantee

Quadro-Secura® Nova R4
consisting of:

Nova R4-I (installation part) and

Nova R4-R (cast-in part)

i h
e S @
™ £
Ve O @
A \J
@ jacket pipe end plugs (2704) Q building service seals
For sealing the jacket pipes and For sealing the pipes.
lines.
) Multi-compartment Article number
Connecting sleeves (4 pcs) 2990726 090 40 Eco for buildings without basements
HKD wall collos (1 pes) 818011000020 Incl. 3 m bend-resistant jacket pipe 2256001 090 93
Lubricont fube) 30 ml 2990780030 00 Incl. 6 m bend-resistant jacket pipe 2256 001 090 96
Incl. 10 m bend-resistant jacket pipe 2256 001 090 91
Incl. 15 m bend-resistant jacket pipe 2256 001 090 95
Incl. 25 m bend-resistant jocket pipe 2256001 090 92
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Subject to technical changes. Some illustrations include accessories.



