SUPPLY @

Quadro-Secura® building owner's package-
Single-com pa rtment | FOr BUILDINGS WITHOUT BASEMENTS

The roand house lead-in: Quadro-Secura® Nova R1

Quadro-Secura® Nova R1 for water, electricity,

Telecommunication / Variant 2 Quadro-Secura® Nova R1 for gas / Variant 1

APPLICATION PRODUCT ADVANTAGES

Single-compartment house lead-in. = DVGW-approved products as per VP 601 (B1)
Use in unfinished structures to be made from waterproof concrete. with bonding flange in accordance with DIN 18533 for

connecting waterproofing or radon foils on the floor slab
All building services are pre-assembled and given dummy
plugs that are leak-tight against gas and pressing water

For the following building services: water, electricity and telecom-
munications.
Completely equipped with the required accessories.

Certified leak-tight against gas and pressing water in
accordance with DIN 18322

= The sealing system is certified as ‘radon-tight’

= Subsequent replacement of pipes possible (relining)

= Pipes can be laid independently from construction progress
= Universal sealing for all standard pipe diameters

= Can be used for all standard flexible gas house lead-in
combinations/sealing for RMA and Schuck version 1 lead-ins
included in package (Burger possible on request)

= Bend-resistant jacket pipe with nominal/outer diameter 90
(inner diameter 78) for compliance with bending radii

= Jacket pipe systems pressure-tested at the plant (test seal)

= No on-site leak test in accordance with DVGW G459-1
required
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COMPONENTS/SCOPE OF DELIVERY

m Quadro-Secura® Nova R1-R
Cast-in part for embedding in the floor
slab, including bend-resistant jacket
pipe with nominal/outer diameter 90

(inner diameter 78) (lengths: 3 m, 6 m,
10m, 15 oder 25 m)

RADON TIGHT &
uarantee

¥ Gleitmittel (2750)

=

VERSION 1:

gas (RMA + SCHUCK)

a Quadro-Secura®Nova R1-1
Including pre-assembled building
service seal

Gas: DN 25 RMA and Schuck gas
house lead-ins

RADON TIGHT & 2
uarantee

a gas ring plug

For preventing ingress of sand.
Gas-permeable.

m Schuck extension set

For the gas house lead-in
(RMA already pre-assem-
bled).
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VERSION 2:
water, electricity, telecommunications

a Quadro-Secura®Nova R1-I1

Including pre-assembled building

service seal

Water or electricity: outer diameter
23 -40 mm

Telecom.: up to five lines with
2x5—-7 mm,
2x7-13 mm,
1x12-16 mm

RADON TIGHT &
uarantee

Q jacket pipe end plugs (2704)
For sealing the jacket pipes and
lines.

Quadro-Secura® building owner’s package
Article number

Single-compartment
for buildings without basements

Incl. 3 m bend-resistant jacket pipe 2858 090 000 93
Incl. 6 m bend-resistant jacket pipe 2858 090 000 96
Incl. 10 m bend-resistant jocket pipe 2858090 000 91
Incl. 15 m bend-resistant jacket pipe 2858 090 000 95
Incl. 25 m bend-resistant jacket pipe 2858 090 000 92

www.doyma.com

Quadro-Secura® building owner's package
Single-compartment
for buildings without basements

Article number

Incl. 3 m bend-resistant jacket pipe 2850090 025 93
Incl. 6 m bend-resistant jacket pipe 2850 090 025 96
Incl. 10 m bend-resistant jacket pipe 2850090 02591
Incl. 15 m bend-resistant jacket pipe 2850 090 025 95
Incl. 25 m bend-resistant jacket pipe 2858 090 025 92

Prices do not include fixtures and pipes.
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